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EN

Quality Subst. (gr/m2) Description Rolls Sheets

Eurokote A 80, 83, 90, 130, 170, 180 
Cast-coated paper for premium self-adhesive labels. One side coated paper with high gloss, smooth and white surface. Excellent print 

sharpness and image definition.  Good mechanical properties for the lamination, matrix stripping and labelling processes

Eurokote A WS 80, 90
Cast-coated paper for self-adhesive labels. One side wet-strength coated paper with high gloss, smooth and white surface. Excellent 

print sharpness and image definition.  Good mechanical properties for the lamination, matrix stripping and labelling processes

PACKAGING & 

COMMERCIAL 

PRINTING

Eurokote Card 180, 200, 250, 300, 350
Cast-coated paper suitable for advertising jobs, publishing, displays, premium packaging and boxes. Coated on one side with high gloss, 

smooth and white surface. Extraordinary smoothness and microporous surface to ensure the finest printing and fast drying times

VISUAL                 

STATIC CLING
Eurokote Card 180, 200

Cast-coated paper suitable as carrier for static cling vinyls. One side coated paper with a high gloss and smooth surface that ensures 

the proper adhesion of the vynil and the absence of residues when vinyl is removed

PRESSURE-

SENSITIVE 

FACESTOCK 


